
151

VSK-11

VS220-11

VS220

VS220-20

VS420

VS420-40 VS420-31

VS425

VS425-40 VS425-31

VS425-22 VS425-04

VS440

VS440-40 VS440-31

VS440-22 VS440-04

VS463

VS463-40 VS463-31 VS463-22

VS220-02

VS120-10 VS120-01

VS120

R1

R2

A1 +

A2 -

1

2

A1 +

A2 -

3

4

1

2

A1 +

A2 -

R3

R4

R1

R2

A1 +

A2 -

R3

R4

1

2

A1 

A2

3

4

5

6

7        13

8         14

1

2

A1 

A2

3

4

5

6

21

22

1         13

2         14

A1 +

A2 -

3        23

4        24

5         33

6         34

7         43

8         44

1         13

2         14

A1 +

A2 -

3        23

4        24

5         33

6         34

R7        41

R8        42

R1      11

R2      12

A1 +

A2 -

R3       21

R4       22

R5      31

R6      32

R7        41

R8        42

1         13

2         14

A1 +

A2 -

R3       21

R4       22

R5      31

R6      32

7        43

8        44

1

2

A1 +

A2 -

3

4

5

6

7          13

8           14

1

2

A1 +

A2 -

R3 

R4  

R5  

R6  

7

8

1

2

A1 +

A2 -

3

4

5

6

R3

R4

R1      

R2     

A1 +

A2 -

R3      

R4       

R5      

R6      

R7      

R8      

1

2

A1 +

A2 -

3

4

5

6

7        (13)

8        (14)

1

2

A1 +

A2 -

3

4

5

6

R3

R4

1

2

A1 +

A2 -

R3      

R4     

R5      

R6      

7

8

31      43

32      44

23         33

24           34

VSK-20

1

2

A1 +

A2 -

Auxiliary contacts for   VS425, VS440, VS463 and VSM220, VSM425

Connection

Datas of auxiliary contacts for VSK-11 and VSK-20

Ambient temperature:

Rated insulation voltage (Ui):

Electrical strength:

Rated current 230 V (AC 15):

Rated current 400 V (AC 15):

Max. switching frequence:

The max. number of switching for max. load:

Minimal load:

Short circuit protection with the fuse char. aM:

Solid/ Stranded conductor (max):

Maximal torque:

Weight:

Dimensions:

Connection of auxiliary contact VSK-11 and VSK-20

-5 °C to  +55 °C (23 °F to 131 °F )

500 V

4 kV

6 A

4 A

6 A

600 sep./hod.

≥ 12 V,  ≥ 10 mA

6 A

2.5 mm² / 2.5 mm² (AWG 10)

0.8 Nm

10 g (0.35 oz.)

10 x 85 x 60 mm (0.4˝x 3.35˝x 2.4˝)

EAN code
see page 154
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