RESIDUAL CURRENT CIRCUIT BREAKERS - TYPE AC

RESIDUAL CURRENT CIRCUIT BREAKERS AFI ARE SWITCHES WITH
INSTANTANEOUS TRIPPING. THEY ARE USED FOR PROTECTION AGAINST
INDIRECT CONTACT, FIRE PROTECTION AND ADDITIONAL PROTECTION
AGAINST DIRECT CONTACT. AFI TYPE AC IS SENSITIVE TO RESIDUAL
SINUSOIDAL ALTERNATING CURRENTS ONLY.

AFI2 - type AC

T
2 30.105.058 21 5 1
2 30.105.059 215 1
05 2 30.105.060 215 1
0.03 2 30.105.061 215 1
0.3 2 30.105.062 215 1
0.03 2 30.105.063 215 1
0.3 2 30.105.064 215 1
AFl4 - type @
O 03 30.105.067 360
4 30.105.068 360 1
O 5 4 30.105.069 360 1
0.03 4 30.105.070 360 1
0.3 4 30.105.071 360 1
0.5 4 30.105.072 360 1
0.03 4 30.105.073 360 1
0.3 4 30.105.074 360 1
0.5 4 30.105.075 360 1

ORDERING DATA

AFI2 25 / 0.03 AC
AFl4 63 / 03 AC

S Version

Rated residual operating current I, (A)
Rated current |, (A)

Type




RESIDUAL CURRENT CIRCUIT BREAKERS -AFi

G I I T TR

IEC/EN 61008

CE
2 4
2 4
U, \Y% 230 400
U, V 400
U kV 4
f Hz 50
Iy A 25,40, 63
ln mA 30, 300, 500
05-1.01,,
[ KA 6
||m A 630 (l,=25-63A)
L A 63
1xl,:<300ms; 5xl,,:<40ms
instantaneous
op. C. min. 5000
op. C. min. 2000
mm 4
°C -25 ... +40
°C -35... +60
acc. to IEC 60068-2-30: 28 cycles (55 °C, 95 % relative humidity)
S mm’ 1..35
1..35
M5
pPz2
Nm 2.0
mm 15
IP20 (IP40 after installation in a distribution box)
2

8 215 360




RESIDUAL CURRENT CIRCUIT BREAKERS - AFi
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