
Design and look of a classic incandescent 

bulb combined with state of the 

art LED fi lament technology.

• Design and look of incandescent bulb

• Transparent glass fl ask

• Filament LED technology with effi  cency

   up to 110lm/W

• No UV and IR radiation

LED chips are placed on synthetic sapphire 

carriers. This brings the look and light similar to 

incandescent bulb equipped with tungsten fi lament. 

A fully-fl edged replacement for any application. 

High effi  ciency brings savings up to 90%.CRYSTAL RETRO
FILAMENT



100% LED replacement for classic 

incandescent tungsten light bulbs 

with equal power and size.

• Voltage 230V

• Operating temperature -20° - +40°C

• Quality design

• Optimal heat dissipation

• Lifespan up to 25 000hrs. (L70)

• Environmentally friendly - no mercury or other

   hazardous substances

Advanced LED technology off ers top light 

performance and cooling. Long lifespan 

and energy savings of up to 85%.E14 LED CANDLE BULBS
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LIGHT FOR SPECTACULAR INTERIORS
E14 LED BULBS

VOLTAGE  230V   OPERATING TEMPERATURE  -20°- +40°C   CRI/Ra  ≥80   IP RATING  IP20 

CATALOGUE 

NUMBER
EAN SOCKET POWER

LUMINOUS 

FLUX

REPLACEMENT

FOR

BEAM

ANGLE

COLOR

TEMPERATURE 
DIMMABLE LIFESPAN Ø DIAMETER HEIGHT

A MG140330-1 9009789004422 E14 3W 250lm 25W 180° 3000K NO 25000h 46mm 89mm

B CL140530-7 9009789007157 E14 5W 400lm 35W 220° 3000K NO 25000h 37mm 98mm

C R5140530-2 8596238000469 E14 5W 410lm - 120° 3000K NO 25000h 50mm 87mm

B CL140630-7 8596238001770 E14 6W 470lm 40W 170° 3000K NO 25000h 37mm 102mm

B CL140640-7 8596238001787 E14 6W 470lm 40W 170° 4000K NO 25000h 37mm 102mm
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NEW LED FILAMENT TECHNOLOGY
CRYSTAL RETRO FILAMENT

VOLTAGE  230V   FREQUENCY  50Hz   OPERATING TEMPERATURE  -20°- +40°C   CRI/Ra  ≥80   IP RATING  IP20 

CATALOGUE 

NUMBER
EAN SOCKET POWER

LUMINOUS 

FLUX

REPLACEMENT

FOR 

 BEAM

ANGLE 

COLOR

TEMPERATURE 
DIMMABLE LIFESPAN Ø DIAMETER HEIGHT

A BL270427-2 9009789004859 E27 4W 470lm 40W 360° 2700K NO 15000h 60mm 135mm

C MG270427-3 8596238000056 E27 4W 470lm 40W 360° 2700K NO 10000h 45mm 76mm

A BL276527-3 9009789005245 E27 6,5W 835lm 62W 360° 2700K NO 25000h 60mm 135mm

B BL270827-3 8596238000834 E27 8W 1055lm 75W 360° 2700K NO 15000h 60mm 110mm

B BL270827-3D 8596238000841 E27 8W 1055lm 75W 360° 2700K YES 15000h 60mm 110mm

F GL270827-3 8596238000858 E27 8W 1055lm 75W 360° 2700K NO 15000h 95mm 138mm

B BL271127-3 8596238000827 E27 11W 1521lm 100W 360° 2700K NO 15000h 60mm 110mm

D CL142527-3 8596238000919 E14 2,5W 250lm 25W 360° 2700K NO 15000h 35mm 100mm

D CL140427-1 9009789006174 E14 4W 470lm 40W 360° 2700K NO 15000h 35mm 93mm

E MG140427-3 8596238000049 E14 4W 470lm 40W 360° 2700K NO 10000h 45mm 78mm


