
100% replacement of conventional 

G4 and G9 halogen bulbs.

• Securely embedded in clear silicone

• Low surface temperature

• Light emission equivalent to incandescent bulb

• Environmentally friendly - no mercury or other 

   hazardous substances

• No UV and IR radiation

Energy savings up to 85%. The entire bulb including 

LED chips is embedded in clear silicone which 

ensures that the light can spread to all directions.

G4 AND G9 LED BULBS
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VOLTAGE  12V / 230V   OPERATING TEMPERATURE  -20°- +40°C   CRI/Ra  ≥80   IP RATING  IP20 

DESIGN LAMPS
G4 AND G9 LED BULBS

CATALOGUE NUMBER EAN SOCKET
POWER

CONSUMPTION

LUMINOUS 

FLUX
VOLTAGE

BEAM

ANGLE 

COLOR

TEMPERATURE 
DIMMABLE LIFESPAN Ø DIAMETER HEIGHT

A G4000230-PACK2 8596238000032 G4 2W 200lm 12V 360° 3000K NO 15000h 11mm 37mm

B G4000240-PACK2 8596238000742 G4 2W 200lm 12V 360° 4000K NO 15000h 11mm 37mm

C G9000330-PACK2 8596238000018 G9 3W 300lm 230V 360° 3000K NO 15000h 17mm 49mm

D G9000340-PACK2 8596238000025 G9 3W 300lm 230V 360° 4000K NO 15000h 17mm 49mm


